
Professional Laundry 
Solutions



Miele Washer-Extractors
High Spin Speeds 
Miele has increased its washers capabilities to extract more water with high spin speeds and the highest G-forces (over 500 g’s) in the 
industry. This cuts drying time in half and reduces energy consumption, resulting in fast drying times and better workflow.

Powerful Heating & Disinfection Capability
Miele’s on-board heaters and narrow hysteresis allow programs that heat water up to 200º F and hold temps for specific periods of time.  
Thus thermal disinfection without the need for bleach is achieved. This is better for the environment and increases the longevity of the textiles.

25 lbs
PW 5105 Octoplus*

• Delay start up to 24 hours and  
3 different user interfaces

• 16 standard/52 targeted programs
• Octoblue powder-coated finish 
• Load capacity: 25 lbs
• Drum: 3.5 cu. ft./100 liter
• Spin speed 1100 rpm
• 40.2” H x 27.6” W x 32.6” D
• Depth with door open: 50”
• 2 AC (2-pole) 220V-240V 60Hz             

(conv. to 208V), 2-pole 30 A
• 1 cold/1 hot water line with         

¾” connection
• Drain Valve  2” connection

20 lbs
PW 6080 Octoplus*

• Delay start up to 24 hours and  
3 different user interfaces 

• 16 standard/52 targeted programs
• Octoblue powder-coated finish
• Load capacity: 20 lbs
• Drum: 2.8 cu.ft./80 liter
• Spin speed: 1300 rpm
• 40.2” H x 27.6” W x 28.7” D
• Depth with door open: 46”
• 2 AC (2-pole) 220V-240V 60Hz             

(conv. to 208V), 2-pole 30 A
• Drain Valve 2” connection or Drain 

Pump ¾” connection vented

15 lbs
PW 6068 Little Giants

• Delay start up to 24 hrs and   
3 different user interfaces

• 21 standard programs
• Stainless Steel or Lotus White
• Load capacity: 15 lbs
• Drum: 2.1 cu. ft./59 liter
• Spin speed: 1400 rpm
• 33.5” H x 23.7” W x 28.6” D
• Depth with door open: 44”
• 2 AC (2-pole) 208-240V 60Hz, 

2-pole 30 A
• Drain Pump ¾” connection 

vented

Stacked Little Giants

• PW 6068 can be stacked with 
PT 7138 or PT 7135C with 
stacking kit

• Stacking kit required
• Stainless Steel or Lotus White

Stacked Octoplus 20 lbs
PWT 6089 & PT 7189*

• Two units must be ordered 
together and can only be used 
with each other

• PWT 6089: Drain Pump, 
2 AC 220-240V 60Hz 
(conv. to 208V), 2-pole 30 A

• PT 7189: 
2 AC 208V 60Hz, 2-pole 30 A or 
2 AC 220-240V 60Hz, 2-pole 30 A

Stacked 
 Washer & Dryer

*For industrial use only



45 lbs
PW 818*

• Freely programmable
• Stainless Steel front 
• Load capacity: 45 lbs
• Drum: 6.4 cu. ft./180 liter
• Spin speed 1075 rpm
• 57.2” H x 36.4” W x 37.4” D
• Depth with door open: 56”
• Electrically heated:  

3 AC (3-pole) 220V-240V 60Hz             
(conv. to 208V), 3-pole 50 A

• Steam heated:  
3 AC (3-pole) 220V-240V 60Hz             
(conv. to 208V), 3-pole 16 A

• 2 cold/1 hot water, line with         
¾” connection

25 lbs
PW 811*

• Freely programmable
• Stainless Steel front 
• Load capacity: 25 lbs
• Drum: 3.9 cu. ft./110 liter
• Spin speed 1150 rpm
• 53.3” H x 31.5” W x 37” D
• Depth with door open: 56”
• Electrically heated:  

3 AC (3-pole) 220V-240V 60Hz             
(conv. to 208V), 3-pole 25 A

• 2 cold/1 hot water, line with         
¾” connection

70 lbs
PW 6321* 

• Freely programmable
• Stainless Steel front
• Load capacity: 70 lbs
• Drum: 11.3 cu. ft./320 liter
• Spin speed: 1100 rpm
• 64.6” H x 42.8” W x 50.1” D
• Depth with door open: 69”
• Electrically heated: 3 AC (3-pole) 

220-240V 60Hz (conv. to 208V), 
3-pole 80 A (3-pole 70 A)

• Steam heated:3 AC (3-pole)  
208V 60Hz (conv. to 220-240V),  
3-pole 15 A

• 3 cold/1 hot water, line with  
1” connection

45 lbs
PW 418*

• 12 standard programs
• Octoblue front
• Load capacity: 45 lbs
• Drum: 6.4 cu.ft./180 liter
• Spin speed: 950 rpm
• 57.2” H x 36.4” W x 37.4” D
• Depth with door open: 56”
• Electrically heated:  

3 AC (3-pole) 220-240V 60Hz             
(conv. to 208V), 3-pole 40 A

• Non-heated:  
3 AC (3-pole) 220-240V 60Hz             
(conv. to 208V), 3-pole 16 A 

• 2 cold/1 hot water, line with ¾” 
connection

35 lbs
PW 814*

• Freely programmable
• Stainless Steel front
• Load capacity: 35 lbs
• Drum: 5 cu.ft./140 liter
• Spin speed: 1075 rpm
• 57.2” H x 36.4” W x 33.5” D
• Depth with door open: 52”
• Electrically heated:  

3 AC (3-pole) 220-240V 60Hz             
(conv. to 208V), 3-pole 40 A

• Steam heated:  
3 AC (3-pole) 220-240V 60Hz             
(conv. to 208V), 3-pole 16 A 

• 2 cold/1 hot water, line with ¾” 
connection

30 lbs
PW 413*

• 12 standard programs
• Octoblue front
• Load capacity: 30 lbs
• Drum: 4.6 cu. ft./130 liter
• Spin speed: 1025 rpm
• 53.3” H x 31.5” W x 39.8” D
• Depth with door open: 59”
• Electrically heated: 3 AC (3-pole) 

220-240V 60Hz (conv. to 208V) 
3-pole 25 A

• Non-heated: 3 AC (3-pole)  
220-240V 60Hz (conv. to 208V) 
3-pole 16 A

• 2 cold/1 hot water, line with ¾” 
connection

Miele Washer-Extractors 
High Spin Speeds
Miele has increased its washers capabilities to extract more water with high spin speeds and the highest G-forces (over 500 g’s) in the
industry. This cuts drying time in half and reduces energy consumption, resulting in fast drying times and better workflow.

Powerful Heating & Disinfection Capability
Miele’s on-board heaters and narrow hysteresis allow programs that heat water up to 200º F and hold temps for specific periods of time.
Thus thermal disinfection without the need for bleach is achieved. This is better for the environment and increases the longevity of the textiles.

*For industrial use only



Miele Tumble Dryers  
Moisture Sensors 
Residual moisture sensors detect when textiles have reached their desired moisture level, and shut the dryer off to eliminate wasted energy. 
These sensors are so precise that dry cleaners use them to dry designer garments that would normally be dry cleaned. Textiles can be  
dried completely or enough moisture can be left in them to enable direct ironing.

Recycling Air
Miele’s large laundry solutions feature a unique air recycling system, 60% of the hot air is recycled, speeding up drying time and greatly 
reducing energy consumption. 

15 lbs
PT 7135C Little Giants

• 15 standard programs 
• 5 user interfaces
• Stainless Steel or Lotus White
• Condensor System
• DN 10 condensate drain 

connection
• Load capacity: 15 lbs
• Drum: 4.6 cu. ft./130 liter
• 33.5” H x 23.7” W x 28” D
• Depth with door open: 47”
• 2 AC (2-pole) 230V 60Hz,  

2-pole 16 A

20 lbs
PT 7186 Octoplus*

• 16 basic programs and   
22 target-group programs

• Octoblue powder-coated finish
• Vented System: 4”
• Load capacity: 20 lbs
• Drum: 6.4 cu. ft./180 liter
• 40.2” H x 27.6” W x 30.1” D
• Depth with door open: 50”
• 2 AC (2-pole) 208V 60Hz,  

2-pole 30 A
• 2 AC (2-pole) 240V 60 Hz, 

2-pole 30 A

35 lbs
PT 8337*

• Freely programmable
• Vented system: 6”
• Stainless Steel front
• Load capacity: 35 lbs
• Drum: 11.5 cu. ft./325 liter
• 55.2” H x 35.7” W x 40.8” D 
• Depth with door open: 66”
• Electrically heated: 3 AC (3-pole) 

208V 60Hz (conv. to 220-240V), 
3-pole 65 A

23 - 35 lbs
PT 8303 Octoplus*

• 12 programs
• Octoblue powder-coated finish
• Vented System: 6”
• Load capacity: 23 - 35 lbs
• Drum: 10.6 cu. ft./300 liter
• 70.9” H x 28” W x 42.9” D
• Depth with door open: 68” 
• 3 AC (3-pole) 220-240V 60Hz, 

3-pole 40 A
• Convertible to: 3 AC (3-pole) 

208V 60Hz, 3-pole 35 A
• Convertible to: 2 AC (2-pole) 

208V 60Hz, 2-pole 40 A

15 lbs
PT 7138 Little Giants*

• 15 standard programs
• 5 user interfaces
• Stainless Steel or Lotus White
• Vented System: 4”
• Load capacity: 15 lbs
• Drum: 4.6 cu. ft./130 liter
• 33.5” H x 23.7” W x 28” D
• Depth with door open: 47”
• 2 AC (2-pole) 208V 60Hz,  

2-pole 30 A

90 lbs
PT 8807*

• Freely programmable
• Vented system 6”
• Stainless Steel front
• Load Capacity: 90 lbs
• Drum: 28.3 cu. ft./800 Liters
• 64.6” H x 47.5” W x 54.5” D
• Depth with door open: 79“ 
• Electrically heated: 3 AC (3-pole) 

208V 60Hz, 3-pole 90 A
• Steam OR hot water heated: 3 

AC (3-pole) 208V 60Hz,  
3-pole 10 A

45 lbs
PT 8407*

• Freely programmable
• Vented system: 6”
• Stainless Steel front
• Load capacity: 45 lbs
• Drum: 14.1 cu. ft./450 liter
• 55.2” H x 35.7” W x 45.9” D
• Depth with door open: 70”
• Electrically heated: 3 AC (3-pole) 

208V 60Hz (conv. to 220-240V), 
3-pole 65 A

• Steam heated: 3 AC (3-pole) 
208V 60Hz (conv. to 220-240V), 
3-pole 10 A

55 lbs
PT 8507*

• Freely programmable
• Vented system: 6”
• Stainless Steel front
• Load capacity: 55 lbs
• Drum: 17.7 cu. ft./550 liter
• 64.6” H x 47.5” W x 40.1” D
• Depth with door open: 68”
• Electrically heated: 3 AC (3-pole) 

220-240V 60Hz (conv. to 208V), 
3-pole 80 A (3-pole 50 A)

• Steam heated: 3 AC (3-pole) 
208V 60Hz (conv. to 220-240V), 
3-pole 10 A



Miele Rotary Ironers
Control Linen Outsourcing Costs 
Laundry and linen service costs consume considerable portions of the budgets at most hospitality and institutional facilities.  
Reduce your ironing expenditures with Miele’s commercial rotary ironers.

Reduce Pressing Time
Miele’s expertly crafted equipment will reduce a 20-minute tablecloth or sheet pressing project to just two minutes. These 
commercial rotary ironers provide hotels, hospitals, and educational facilities with a cost-effective way to press large table and 
bed linens and garments to a crisp, professional finish—without incurring the additional expense of a professional linen service.

HM 16-80

• Roller diameter: 6”
• Roller length: 32.5”
• Electric heating
• Steam ironing
•  Ironing speed: 6.5-15 ft./min.
• Space saving folding frame
• Return Feed Operation
• Fingerguard
• 38” H x 39” W x 15” D
• 2 AC 208-240V 60Hz, 2-pole 20 A
• Plug: NEMA 6-20

PM 1210

• Roller diameter: 8”
• Roller length: 39”
• Electric heating
• Ironing speed: 5-13 ft./min.
• Return Feed Operation
• Fingerguard
• Foot Control
• Optional 4” base UG 1200
• 41” H x 62” W x 19” D
• 2 AC (2-pole) 240V 60Hz, 2-pole 20 A
• Optional: 2 AC 208V 60Hz; 2 AC 220V 60Hz

PM 1214*

• Roller diameter:  8”
• Roller length: 55”
• Electric heating
• Ironing speed: 5-13 ft./min. 
• Return Feed Operation
• Fingerguard
• Foot Control
• Condensate vent: 2.75”
• Optional 4” base UG 1200
• 41” H x 78” W x 26” D 
• 3 AC (3-pole) 240V 60 Hz, 3-pole 30 A
• Optional: 3 AC 208V 60 Hz; 3 AC 220V 60Hz

PM 1217*

• Roller diameter: 10”
• Roller length: 65”
• Electric heating
• Ironing speed: 5-15 ft./min.
• Return Feed Operation
• Fingerguard
• Foot Control
• Condensate vent: 2.75”
• Optional 2 person operation
• Optional 4” base UG 1200
• 44” H x 88” W x 26” D
• 3 AC (3-pole) 240V 60Hz, 3-pole 50 A
• Optional: 3 AC 208V 60 Hz; 3 AC 220V 60Hz

*For industrial use only
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Miele Professional
9 Independence Way
Princeton, NJ 08540

www.miele-pro.com
proinfo@mieleusa.com
800-991-9380


